ReaderTT.config = {"pagecount":15,"title":"Diapositiva 1","author":"Admin","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220313124921Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Slide 1","page":1,"zoom":"XYZ 0 825 0"},{"title":"Slide 2","page":2,"zoom":"XYZ 0 825 0"},{"title":"HERRAMIIENTAS PARA ENSAMBLAR, AMPLIAR Y REPARAR UN COMPUTADOR P","page":3,"zoom":"XYZ 0 825 0"},{"title":"PRECAUSIONES CON LA CORRIENTE ELECTRICA, PARETE FRONTAL Y POSTE","page":4,"zoom":"XYZ 0 825 0"},{"title":"Slide 5","page":5,"zoom":"XYZ 0 825 0"},{"title":"Slide 6","page":6,"zoom":"XYZ 0 825 0"},{"title":"PARTE POSTERIOR","page":7,"zoom":"XYZ 0 825 0"},{"title":"Slide 8","page":8,"zoom":"XYZ 0 825 0"},{"title":"Tipos de case","page":9,"zoom":"XYZ 0 825 0"},{"title":"Slide 10","page":10,"zoom":"XYZ 0 825 0"},{"title":"Puertos y conectores","page":11,"zoom":"XYZ 0 825 0"},{"title":"Slide 12","page":12,"zoom":"XYZ 0 825 0"},{"title":"Conectores","page":13,"zoom":"XYZ 0 825 0"},{"title":"Slide 14","page":14,"zoom":"XYZ 0 825 0"},{"title":"Concluciones","page":15,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
